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Kreuzmontageplatte 8099 Distanz 1,5 mm
Kreuzmontageplatte 8099
mit vormontierten Spanplattenschrauben
mit Exzenterhöhenverstellung
Lochreihenabstand 37 mm
Distanz 1,5 mm 9071671

Art. Nr.: E9071671 Abmessungen: 0,0 x 0,0 x 0,0 mm (L x B x H)
Web ID: 931RPHB9071671 Verpackungseinheit: 200 Pack
EAN: 4023149898884 Mind. Bestellmenge: 1 Pack

Produktdetails
Gewicht: 0,0174  kg
Maßeinheit: 1 
WF93Spezifikation: Distanz 1,5 mm
• Kreuzmontageplatte mit Direkt-Höhenverstellung
• Für Sensys, Novisys und Intermat
• Qualitätseinstufung nach EN 15570, Level 3
• Für Lochreihe 37 x 32 mm
• Montage mit Spanplattenschrauben (für Bohrung ø2,5 mm)
• Distanz 0,0 mm
• Verstellbereich + 2 mm / - 2 mm
• Stahl vernickelt

Lieferumfang
VE:200 Stück

Links zum Artikel
Cadenas Zeichnung
Artikeldaten 2D/3D (DWG/DXF)
Auflagen- / Tiefenverstellung
Montage
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https://hettich-embedded.partcommunity.com?info=hettich/hinge/concealed_hinges/access_sensys-intermat/mounting_p_series_8099/screw-on_cross_mounting_hettich_top_1.prj&varset={ARTICLENO=9
https://web2.hettich.com/hbh/addon/cad/9071671_3d.zip
https://e.video-cdn.net/video?video-id=2qhYC6PwgJZjbWpkpPqbkN&player-id=FTQMjhjfXuXJAjTXSPRWF2
https://e.video-cdn.net/video?video-id=8qJohe3AFQh6TZ58JkUgHm&player-id=FTQMjhjfXuXJAjTXSPRWF2
https://www.zeg-holz.de/index.php?cl=search&searchparam=E9071671

